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G 1/4 - 3/2 High Flow Solenoid Valves

� Streamlined construction.

� Contoured dynamic seals.

� Higher flow capacities.

� Manual override as a standard feature.

� Option of G25 - 4W and G70 - 8W coil.

Type Valve with (G25 - 4W ) coil Valve with ( G70 - 8W ) coil

Construction SS Plunger with NBR seals, SS magnet core assembled with brass adaptor.

Coil voltages AC : 110, 240 V 50 Hz AC : 24, 42, 48, 110, 240, 440 V 50 Hz
DC : 24 V DC : 12, 24, 48, 110, 240 V

Voltage range ± 10% + 10% / - 15%

Power consumption AC : Pull : 7.5 VA, Hold : 6 VA AC : Pull 21 VA, Hold : 14 VA
DC : 4 WATT DC : 10 WATT

Duty cycle 100%

Class of insulation F ( Winding wire of class ‘H’ insulation )

Degree of protection IP 65 - IS 2147

Cable connector PG 9 PG 11

COIL SPECIFICATIONS

NO. DESCRIPTION QTY.

Single Double

Sol. Sol.

1 Valve body 1 1

2 Spool 1 1

3 Solenoid housing 1 2

4 Manual override pin 1 2

5 Spring housing 1 -

6 Spring 1 -

7 Coil with plug in 1  2

connector

8 Spool seal 4 4

9 Gasket 2 2

10 M.O. pin ‘O’ ring 1 2

PART LIST

PMV
19/1

Seal kit consists of items ( 2+8 ), 9 & 10

3/2 Double solenoid High Flow Valve

3/2 Single solenoid High Flow Valve




